
KALISE WATERPROOF is designed to meet all the specific needs of a waterproof suit. This suit is 
highly recommended for its material, design and function properties. This suit is made of highly 
durable oxford polyester with 100% PU coated for its waterproofness. Besides that KALISE 
WATERPROOF is fully seam sealed on every part of the suit seam to prevent water penetration 
through the stitched thread. Therefore you can be assured that KALISE WATERPROOF will keep 
the wearer dry without hesitation and restriction of movement under any rain condition.
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KALISE WATERPROOF can be customize from design construction, inner 
lining properties to any type of waterproof material with PU or PTFE coating 
and seam sealing tape varies to function and clients requirement. Now with 
new development in fabric technology that can provide dual protection in 
one material, maximizing the function and usage of the waterproof suit, not 
only for its waterproofness but also fire protection. Besides material selection, 
the pattern design can also be custom printed depending on requirement 
(Digital or conventional camouflage).
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KALISE Waterproof Suit
Standard features:

3 piece segments designed rolled hood into the collar when deploy is fastened with heavy 
duty zipper.
The front closure is by using open end heavy duty zipper, hook and loop fastener and 
enclosed with a double storm flap.
The trousers bottom leg shall have nylon zippers for loosening/tightening.
The trousers pocket shall have nylon zippers for prevention of water penetration into the 
pockets.
Elasticated waist with adjustable cord string. 
Custom printed pattern depends on requirement (Digital or conventional camouflage).
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OFFICE ADDRESS    : NO. 2-3-1, JALAN 5/101C.CHERAS BUSINESS CENTER, TAMAN CHERAS, 56100, KUALA LUMPUR, MALAYSIA.
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